&3 MAN SHIP. Tech

DC Axial Motor Fan

MANAGEMENT SERWICE

Features

» Degrees of IP68 protection.
* High efficiency.

» Motors sealed against water and dust ingress.

* Long life and very long life models.

» Low noise and very low noise models.

» Low weight.

* Reduced axial dimension.

« All our products are guaranteed with 3 years warranty.
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24V DC Axial Motor Fan

VA34-66A(suction)
VA34-36S (blowing)

Product Features
- Waterproof motor, IP68
- Long Life
« Low Noise

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 3. 23Kg. approx.
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Static C_urre{\t C_urretnt Static
Pressure Inpu : Inpu ; Pressure
] Corrente Airfow Comente | Airfow :
P tr et‘?s’ emne assorbita Portata | assorbita | Portata | Pressione
Statica A ni/h A CFM _statlca
mm H,0 in H,0
0 2580 8,2 1522 2440 7,8 1440 0
5 2340 8,4 1381 2210 8,1 1304 0,2
10 2020 8,5 1192 1940 8,3 1145 0,4
15 1580 8,4 932 1590 8,3 938 0,6
20 1170 8,8 690 1180 8,6 696 0,8
25 880 9,1 519 810 8,8 478 1
30 660 9,6 389 510 9,2 301 1,2
5] 370 10,0 218 190 9,8 112 1,4
40 200 10,3 118 0 10,5 0 1,6
45 0 11,0 0 1,8
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24V DC Axial Motor Fan

&Y MAN SHIP. Tech

VA59-68A(suction)
VA59-88S (blowing)

Product Features

= Waterproof motor, IPG8

» Lang Life

Supggesled mounting torques 3(+1{-00 Nm with scraw M

Wesght 2. 37Ka. approx.
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Static C_urrept Qurretnt Static
Pressure Inpu : Inpu ; Pressure
: Corrente Airfow Corrente Airfow :
sP tr:;:;one assorbita Portata | assobita | Portata = F t’ e;‘stone
A m'/h A CFM SUENIEE]
mm H,0 inH,0
0 2210 6,3 1322 2450 7,4 1446 0
) 2050 6,8 1210 2250 7,8 1328 0,2
10 1830 7,4 1080 2060 8,0 1215 0,4
15 1600 7,7 944 1760 8,3 1038 0,6
20 1320 7,9 779 1410 8,5 832 0,8
25 870 8,1 513 960 8,4 566 1
30 640 8,5 378 660 8,8 389 1,2
85 410 8,9 242 390 9,3 230 1,4
40 220 9,7 130 160 10,0 94 1,6
45 0 11,0 0 0 10,7 0 1,8
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24V DC Axial Motor Fan

VAO07-58A(suction)
Va70-58S(blowing)

Product Features
« Waterproof motor, IP68
+ Long Life
+ Low Noise

Suggested mounting torque: 3(+1/-0) Nm with screw M5

Weight 1. 00Kg. approx.

N°8 FORI @3 - INTERASSE @246
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Current Current Static
Airflow input Airflow Airflow input Airflow pressure

m?/h A CFM m?h A CFM inH,0

0 1170 4,0 690 1180 3,9 696 0
2,5 | 1080 4,0 637 1080 4.1 637 0,1
5 I 1020 4,1 602 990 4,0 584 0,2
7.5 860 4,1 507 830 4,0 490 0,3
10 | 580 3,8 342 700 4.1 413 0.4
128 470 3,9 277 590 4,1 348 0,5
15 _ 360 3,9 212 370 4,0 218 0.6
17,5 300 3,9 177 190 3,9 112 0T
20 | 220 4,1 130 120 4.1 71 0.8

25 0 0 4,3 0 0 4,2 0 o
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Test voltage 26 V d.c.




24V DC Axial Motor Fan

VA31-46A(suction)
VA31-46S (blowing)

Product Features
- Waterproof motor, IP68
« Long Life
- Low Noise

Suggested mounting torque : 3(+1/-0) Nm with screw M5
Weight 0.4 Kg . approx
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Suction Blowing
Static Qurretnt C_urrﬁtnt Static
Pressure Inpu - Inp ; Pressure
; Corrente Airfow Corrente Airfow ;
Iiret.?smne assorbita Portata | assorbita | Portata Pressione
statica A m/h A CFM :s‘tatlca
mm H,0 inH,0
0 560 2,5 330 550 2,3 325 0
2,5 530 2,6 313 520 2,4 307 0,1
5 500 2,7 295 490 2,5 289 0,2
7,5 470 2,8 277 410 2,3 242 0,3
10 440 2,8 260 360 2,4 212 0,4
12,5 390 2,8 230 300 2,4 177 0,5
15 340 2,9 201 240 2,5 142 0,6
17,5 270 3,0 159 210 2,5 124 0,7
20 220 3,0 130 190 2,7 112 0,8
25 130 3,1 77 110 2,9 65 1
30 50 3,3 30 30 3,1 18 1,2
35 0 3,3 0 0 3,1 0 1,4
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